
CKMH/ii
MEMORANDUM

TO: Donna McCartney/EPA

FROM: Laura Gavin/CH2M HILL

DATE: May 5, 1989

SUBJECT: Precision and Accuracy Information for the
Analytical Methods Used for C&D Recycling
Residential Well Samples

PROJECT: NJO63110.ES.DE

Attached is the information you requested from Martha
Monserrate, regarding the two analytical methods used to
analyze the C&D Recycling water samples for metals.

The two methods I have attached are the inductively coupled
plasma (ICP) method (EPA method 200.7) and the atomic
absorption, furnace technique for lead analysis (EPA method
239.2). Both of these methods were obtained from USEPA
"Methods for the Chemical Analysis of Water and Wastes
(MCAWW), EPA-60014-79-020," March 1983. The Contract
Laboratory Program (CLP) inorganic SOWs contain a
modification of these MCAWW methods.

On the back page of the two methods you will find
information regarding the precision and accuracy of these
procedures.

Please call me if you have any questions.

NJC1/290
Attachments



SEPA Jest Method

Inductively Coupled Plasma
Atomic Emission Spectrometric
Method for Trace Element
Analysis of Water and
Wastes—Method 200.7

1. Scope and Application added as more information becomes
available and as required.

1.1 This method may be used for
the determination of dissolved, 15 Because of the differences
suspended, or total elements in between various makes and models of

•• ~ drinking water, surface water, satisfactory instruments, no detailed
domestic and industrial wastewaters. instrumental operating instructions
t i n-^ i, „,< ~i«__.„ „ can be provided. Instead, the analyst

taken in all analyses to ensure that
potential interference are taken into 2. Summary of Method
account. This is especially true when
dissolved solids exceed 1500 mg/L 2.1 The method describes a

j (See 5.) technique for the simultaneous or
. sequential multielement

1.3 Total elements are determined determination of trace elements in
, after appropriate digestion procedures solution. The basis of the method is
I are performed. Since digestion tne measurement of atomic emission
| techniques increase the dissolved by an optica| spectroscopic technique.
; solids content of the samples. Samples are nebulized and the
i appropriate steps must be taken to aeroso, that is produced is transported

correct for potential interference to the plasma torch where exci{ation
. effects. (See 5.) occurs. Characteristic atomic-line

emission spectra are produced by a
radio-frequency inductively coupled

1.4 Table 1 lists elements for which plasma (ICP). The spectra are
i this method applies along with dispersed by a grating spectrometer

recommended wavelengths and and the intensities of the lines are
typical estimated instrumental monitored by photomultiplier tubes.
detection limits using conventional The photocurrents from the
pneumatic nebulization. Actual photomultiplier tubes are processed
working detection limits are sample and controlled by a computer system.
dependent and as the sample matrix A background correction technique is
varies, these concentrations may also required to compensate for variable

! vary. In time, other elements may be background contribution to the
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-(nation of trace elements. verify background and interelement unresolved overlap of molecular band
*!* round must be measured correction factors. (See 7.6.2) spectra; 3) background contribution

"t to analyte lines on samples from continuous or recombination
analysis. The position selected 3.9 Quality control sample — A phenomena; and 4) background
background intensity • solution obtained from an outside contribution from stray light from the

urement, on either or both sides source having known, concentration |jne emission of high concentration
*•* gnaiytical line, will be values to be used to verify the elements. The first of these effects

rmined by the complexity of the calibration standards. (See 7,6.3) can be compensated by utilizing a
adjacent to the analyte line. „ „ „ „ , . . . , , computer correction of the raw data,
on used must be free of 3- 10 Calibration standards - a requiring the monitoring and
nterference and reflect the series °f ̂ ow standard solutions measurement of the interfering

change in background "sed ̂  the analyst for cal.bration of e|ement The gecond effect mg
occurs at the analyte the instrument i.e., preparation of the jre se|ection of an alternate
measured. Background analyt.cal curve). (See 7.4) wavelength. The third and fourth

-rection is not required in cases of 3JJ Linear 4^^ range _ Tne effects can usually be compensated by
w broadening where a background concentration range over which the a background correction adjacent to
r̂ection measurement would analytical curve remains linear. the analvte line' '". addlt'on. users of

ictually degrade the analytical result. simultaneous multielement
TUB possibility of additional 3^2 Reagent blank — A volume of instrumentation must assume the.
interferences named in 5.1 (and tests deionized, distilled water containing responsibility of verifying the absence
for their presence as described in 5.2) the same acid matrix as the of spectral interference from an
should also be recognized and calibration standards carried through element that could occur in a sample
jppropriate corrections made. the entire analytical scheme. (See but for which there is no channel in

7.5.2) the instrument array. Listed in Table 2
3 Definitions afe some interference effects for the

3.13 Calibration blank — A volume recommended wavelengths given in
3.1 Dissolved — Those elements of deionized, distilled water acidified Table 1. The data in Table 2 are
which will pass through a 0.45 /urn with HNOs and HCI. (See 7.5.1) intended for use only as a
membrane filter. rudimentary guide for the indication of

3.14 Method of standard addition — potential spectral interferences. For
3.2 Suspended — Those elements The standard addition technique this purpose, linear relations between
which are retained by a 0.45 /urn involves the use of the unknown and concentration and intensity for the
membrane filter. the unknown plus a known amount of analytes and the interferents can be
„„ _ . ,. . standard. (See 10.6.1) assumed.3.3 Total — The concentration "" , . , . ...
determined on an unfiltered sample 4. Safety The 'nterfe.renche information, which
following vigorous digestion (9.3) or V was collec«d at the,Ames Laboratory.
the sum of the dissolved plus 4.1 The toxicity or carcinogenicity of IS expressed at analyte concentration
suspended concentrations. (9.1 plus each reagent used in this method has fqivaiems (Le taise analyte «>ncen-
9.2.) not been precisely defined; however, 'rat.ons) ar.s.ng from 100 mg/L of the

each chemical compound should be 'nterferent element. The suggested use
3.4 Total recoverable - The treated as a potential health hazard. °f this information is as follows:
concentration determined on an From this viewpoint exposure to Assume that arsenic (at 193.696 nm)
unfiltered sample following treatment these chemicals must be reduced to IS to be determined m a sample
with hot, dilute mineral acid (9.4). the lowest possible level by whatever containing approximately 10 mg/L of
,. . ,, . ,. . means available. The laboratory is aluminum According to Table 2. 100
3.5 Instrumental detection limit - responsible for maintaining a current m9/L of alummum would yield a false
The concentration equivalent to a awareness file of OSHA regulations si9nal for arsenic, ̂ ^^ l°
signal, due to the analyte, which is regarding the safe handling of the approximately 1.3 mg/L Therefore,
equal to three times the standard chemicals specified in this method A 1 ° mg/L of al"min"m would result in
deviation of a series of ten replicate reference file of material data a a se Sl9nal for arsenic equivalent to
measurements of a reagent blank handling sheets should also be made approximately 0.13 mg/L The reader
signal at the same wavelength. available to all personnel involved in is cautioned that other analytical
36 «!*„«*!«*, Th«,=,nnoof,h0 the chemical analysis. Additional systems may exhibit somewhat•J-6 Sensitivity — The slope of the references to laboratory safptv arP different levels of interference than
analytical curve, i.e. functional aval able and Lave been *£Sffi£ those snown in Table 2- and tnat the
relationship between emission fili , 1« Id 11 SfW'± interference effects must be evaluatedmtensitv anri ̂ r>n>-anfratinn \>'*-i, i*f.o ana if.»;iorine ,_ __ ._,....._._.._._-tensity and concentration. f r m t o n of the aralyst for each individual svstem.
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I 3.7 Instrument check standard — A 5. Interferences n̂'Y tnose interferents listed were
I multielement standard of known ' investigated and the blank spaces in

' concentrations prepared by the 5.1 Several types of interference Table 2 indicate that measurable inter-
?na|yst to monitor and verify effects may contribute to inaccuracies ferences were not observed for the

. instrument performance on a daily in the determination of trace interferent concentrations listed in
• bas's. (See 7.6.1) elements. They can be summarized as Table 3. Generally, interferences were

. follows: discernible if they produced peaks or
"~IS P Interference check sample — A background shifts corresponding to

So'ution containing both interfering 5.1.1 Spectral interferences can be 2-5% of the peaks generated by the
and analyte elements of known categorized as 1) overlap of a spectral 'Ames Lat
concentration that can be used to line from another element; 2) Ames low
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analyte concentrations also listed in imally a factor of 10 above the instru- responsibility of the analyst to ven
Table 3. mental detection limit after dilution), that the instrument configuration c
At present, information on the listed an analysis of a dilution should agree operating conditions used satisfy tt

silver and potassium wavelengths are within 5 % of the original determina- analytical requirements and to
not available but it has been reported tion (or within some acceptable con- maintain quality control J—
that second order energy from the trol limit (14.3) that has been estab- confirming instrument
magnesium 383.231 nm wavelength lished for that matrix). If not, a and analytical results. ^̂ ^
interferes with the listed potassium line chemical or physical interference ef-
at 766 491 nm. feet should be sgspected. '• Reagents and standards

5.1.2 Physical interferences are S.2.2 Spike addition-The recovery 71 Acids used in the preparation
generally considered to be effects of a spike addition added at a of sif"tiBrt*™J? ̂nr̂ 55
associated with the sample nebuliza- minimum level of 10X the in- must b.e ultra-high purity grade or
tion and transport processes. Such strumental detection limit (maximum equivalent. Reoistiuea acias are
properties as change in viscosity and 100X) to the original determination acceptable.
surface tension can cause significant should be recovered to within 90 to 7 i j Acetic acid, cone (sp gr 1 Oi
inaccuracies especially in samples 110 percent or within the established
which may contain high dissolved control limit for that matrix. If not, a 7.1.2 Hydrochloric acid, cone, (sp
solids and/or acid concentrations. The matrix effect should be suspected. The 1.19).
use of a peristaltic pump may lessen use of a standard addition analysis
these interferences. If these types of procedure can usually compensate for 7.1.3 Hydrochloric acid, (1+1): Adc
interferences are operative, they must this effect. Caution: The standard ad- 500 mL cone. HCI (sp gr 1.19) to 40<
be reduced by dilution of the sample dition technique does not detect coin- mL deionized, distrilled water and

i and/or utilization of standard addition cident spectral overlap. If suspected, dilute to 1 liter.
j techniques. Another problem which use of computerized compensation, an

can occur from high dissolved solids alternate wavelength, or comparison 7-1-4 Nitric actd- conc- (§P 9r 1 -41)
is salt buildup at the tip of the with an alternate method is recom- ,,_ ..... w,,.,, .̂  eno ,
nebulizer. This affects aersol flow-rate mended. (See 5.2.3) 71'5"""f acid'(}}\\ Add,™°° !"L
causing instrumental drift. Wetting °onc- .HN°* (SP;, 9' 1 '41'to *°°.™L
the argon prior to nebulization, the 5.2.3 Comparison with alternate deionized, distilled water and dilute t
use of a tip washer, or sample dilution method of analysis—When investi- 1 liter-
have been used to control this gating a new sample matrix, compari- _ _ ,. , ..... . _
problem. Also, it has been reported son tests may be performed with other • = distilled water throuah a '
that better control of the argon flow analytical techniques such as atomic Sxed bed of'Swî nd*anion e»-
rate improves instrument absorption spectrometry, or other chanae resins Use de'onized d

• performance. This is accomplished approved methodology. water for the preparation of all
., with the use of mass flow controllers. ff •-- - Wgve/ength scgnning Qf reagents. calibration standardj

5.1.3 Chemical Interferences are analyte line region—U the appropriate dilution water. The purity of' t
characterized by molecular compound equipment is available, wavelength must be equivalent to ASTM
formation, ionization effects and scanning can be performed to detect reagent water of Specification D 119.
solute vaporization effects. Normally potential spectral interferences. (14.6).
these effects are not pronounced with g A t 7.3 Standard stock solutions may b<
H8 ICPĴ .hnic'ue' however. ,f »• Apparatus purchased or prepared from ultra higr
observed hey can be minimized by g t ,nductively Coupled P!asma. purjty grade chemicals or metals. All
carerui selection or operating Atomic Emission Spectrometer. salts must be dried for 1 h at 105°C
conditions (that is, incident power, K unless otherwise specified
S™!!0", Efj?"'LnduS°Ĵ J' by *•1:'. ComPuter co"trolled atomic . (CAUTION: Many metal salts are ex

on matrix type and the specific
analyte efement. 6.1.3 Argon gas supply, welding 7.3.1 Aluminum solution, stock, 1

grade or better. mL = 100 pg Al: Dissolve 0.100 g of
5.2 It is recommended that ' aluminum metal in an acid mixture of 4
whenever a new or unusual sample 6.2 Operating conditions — Because mL of (1+1) HCI and 1 mL of cone. HNOa
matrix is encountered, a series of of the differences between various in a beaker. Warm gently to effect
tests be performed prior to reporting makes and models of satisfactory solution. When solution is complete,
concentration data for analyte instruments, no detailed operating transfer quantitatively to a liter flask,
elements. These tests, as outlined in instructions can be provided. Instead, add an additional 10 mL of (1 + 1) HCI
5.2.1 through 5.2.4, will ensure the the analyst should follow the and dilute to 1,000 mL with deionized,
analyst that neither positive nor instructions provided by the distilled water.
negative interference effects are manufacturer of the particular
operative on any of the analyte el- instrument. Sensitivity, instrumental 7.3.2 Antimony solution stock, 1 mL
ements thereby distorting the detection limit, precision, linear dy- = 100 pg Sb: Dissolve 0.2669 g K(SbO)
accuracy of the reported values. namic range, and interference effects C<H,tOs in deionized distilled water,

must be investigated and established add 10 mL (1+1) HCI and dilute
5.2.1 Serial dilution—If the analyte for each individual analyte line on that to 1000 mL with deionized, distill
concentration is sufficiently high (min- particular instrument. It is the watefl D "9 ft O <* t fl
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Arsenic solution, stock, 1 mL = 7.3.12 Iron solution, stock. 1 mL 7.3.23 Thallium solution, stock. 1
, AS: Dissolve 0.1320 g of As203 = 100 ug Fe: Dissolve 0.1430 g mL = 100 ug Tl: Dissolve .0.1303 g

'%$0 mL of deionized, distilled water Fe2O3 in a warm mixture of 20 mL TINO3 in deionized, distilled water.
'" taining 0.4 g NaOH. Acidify the (1+1) HCI and 2 mL of conc. HNO3. Add 10.0 mL conc. HNO3 and dilute

nance '"lution with 2 mL conc. HN03 and Cool, add an additional 5 mL of conc. to 1,000 mL with deionized, distilled
Mate to 1,000 mL with deionized, HN03 and dilute to 1000 mL with water.

7.3.24 Vanadium solution, stock. 1

ation
jcessing
?or
9

r1.06).

. (sp gr

:Add
:o400
nd

1.41).

mL
lute to

'repare
•|h a
x-

'nd as
water

!ay be
•5 high

All
°C

distilled water. deionized, distilled water.

7*4 Barium solution, stock, 1 mL 7.3.13 Lead solution, stock, 1 mL mL = 100/ug V: Dissolve 0.2297
100 M9 Ba: Dissolve 0.1516 g BaCI2 = 100/yg Pb: Dissolve 0.1599 g NH4V03 in a minimum amount of

/dried at 250°C for 2 hrs) in 10 mL Pb(N03)2 in minimum amount of conc. HNO3. Heat to increase rate
Haionized, distilled water with 1 mL (1+1) HN03. Add 10.0 mL conc. HN03 of dissolution. Add 10.0 mL conc.
G™' .._, A _i-j •* r\ r\ ».i M.L.I\ LJ*"M -IM.-J X̂ ;I..*A *— 1 r\r\r\ «t ...:*i- «jn:~._:..n~j LJM/~I nn«j ̂ J:I..*.A *-. 1 nr\r\ «.i ...:*tii+1) HCI- ̂ dd 1°'° mL C1"1"1) HCI and dilute to 1,000 mL with deionized, HN03 and dilute to 1,000 mL with
and dilute to 1,000 mL with deionized, distilled water. deionized, distilled water.

*s • 7.3.14 Magnesium solution, stock, 1 7.3.25 Zinc solution, stock, 1 mL
73.5 Beryllium solution, stock, 1 mL = 100 ,ug Mg: Dissolve 0.1658 g = 100 //g Zn: Dissolve 0.1245 g ZnO
mL= 100 ̂ g Be: Do not dry. Dis- MgO in a minimum amount of (1+1) in a minimum amount of dilute HN03.
solve 1.966 g BeSCu • 4' 4H20, in HN03. Add 10.0 mL conc. HN03 and Add 10.0 mL conc. HN03 and dilute
deionized, distilled water, add TO.O mL dilute to 1,000 mL with deionized, to 1,000 mL with deionized, distilled
conc. HN03 and dilute to 1,000 mL distilled water. water.

. • • __ _i J;_J_;M__I ____.*.__with deionized, distilled water.
7.3. J 5 Manganese solution, stock. 1 7.4 Mixed calibration standard so-

7.3.5 Boron solution, stock, 1 mL mL = 100 ug Mn: Dissolve 0.1000 g lutions—Prepare mixed"calibration
= 100 jug B: Do no? cfry. Dissolve of manganese metal in the acid mix- standard solutions by combining ap-
0.5716 g anhydrous H3B03 in deionized ture 10 mL conc. HCI and 1 mL conc. propriate volumes of the stock solu-
distilled water dilute to 1,000 mL. HNO3, and dilute to 1,000 mL with tions in volumetric flasks. (See 7.4.1
Use a reagent meeting ACS specifica- deionized, distilled water. thru 7.4.5) Add 2 mL of (1 + 1)
tions, keep the bottle tightly stoppered HCI and dilute to 100 mL with
and store in a desiccator to prevent 7.3.16 Molybdenum solution, stock, deionized, distilled water. (See Notes
the entrance of atmospheric moisture. 1 mL = 100/ug Mo: Dissolve 0.2043 g 1 and 6.) Prior to preparing the mixed

(NH.»)2Mo04 in deionized, distilled standards, each stock solution should
7.3.7 Cadmium solution, stock, 1 water and dilute to 1,000 mL. be analyzed separately to determine
mL = 100 /ug Cd: Dissolve 0.1142 g possible spectral interference or the

.... CdO in a minimum amount of (1+1) 7.3.77 Nickel solution, stock. 1 presence of impurities Care should
stilled HN03 Heat to jncrease rate of dis- mL = 100 //g Ni: Dissolve 0.1000 g be taken when preparing the mixed

solution. Add 10.0 mL conc. HNO3 of nickel metal in 10 mL hot conc. standards that the elements are com-
and dilute to 1,000 mL with deionized, HN03. cool and dilute to 1,000 mL' " patible and stable. Transfer the mixed
distilled water. with deionized, distilled water. standard solutions to a FEP fluoro-
7.3.5 Calcium solution, stock, 1 mL 7.3. 18 Potassium solution, stock. 1
-- 100 Mg Ca: Suspend 0.2498 g mL = 100 m K: Dissolve 0.1907 g 0 weMr as
CaC03 dried at 180°C for 1 h before KCI, dried at 1 10°C. in deionized
weighing m de.omzed distilled water distilled water dilute to 1 ,000 mL. . chg Qn . Calibration stand-
and dissolve cautiously with a mm- Selenium solution stock 1 ^ds must be initial|V verified Usin9imum amount of (1+1) HNOi Add /.<a.iy oeien/um solution, SWCK, 1 ' .amuiii ainuuiii y i >i n nw3. «uu niscniun & quality control sample and mom-scnun
O w L , dSn£ d sUtiHed° - f f S S ^ vveek.y for .ability (See 7.6.3).water de-°™ed. distilled jn dejon«ze(j djstj|l|ed watgr gnyd dj|ute' Although not specifically required,

to 1 000 mL some typical calibration standard com-
7.3.5 Chromium solution, stock, 1 ' " binations follow when using those
mL= 100 /jg Cr: Dissolve 0.1 923 7.3.20 Silica solution, stock. 1 mL specific wavelengths listed m Table
a nf Prn. ;n HQ;~,,,,Q̂  ^;otinn^ = 100 uQ SlQi: Do not dry. Dissolve 1-

e ex-
uval-
after
pre- _ _ _ _ _ _

g of Cr03 irTdeionized distilled = 10° J"9 SjOz: Do not dry. Dissolve
water. When solution is complete, 0.4730 g Na2Si03 • 9HS0 in deionized.

f acidify with 10 mL conc. HNO3 and distilled water. Add 10.0 mL conc. 7.4.; Mixed standard solution I—
* t. I dilute to 1,000 mL with deionized, HNO3 and dilute to 1,000 mL with Manganese, beryllium, cadmium, lead,
^Os distilled water. deionized, distilled water. and zjnc.

Sk.
Cl
zed,

mL
,bO)

7̂ 3.10 Cobalt solution, stock.1 ô/̂ StSŜ ofsn a 7'4'2 Mi.ed standard solution II-
y. = 100 w Co: Dissolve 0.1000 g TLLNV°? ̂n L of deLn?zed dis 8aritim- c°PPer- iron- vanadium, andof cobalt metal m a minimum amount AgNU3 m TUU mL ot deiomzed, dis- rohait
of (1+1) HN03 Add 100 mL (1+1) HCI tilled water and 10 mL conc- HN°3-
and dilute to 1,000 mL with deionized, Dilute to 1 -000 mL with deionized,
distilled water. distilled water. 7.4.3 Mixed standard solution Ill-

Molybdenum, silica, arsenic, and
'•3.11 Copper solution, stock. 1 7.3.22 Sodium solution, stock. 1 selenium.
mL = 100 fjg Cu: Dissolve 0.1252 g mL = 100 yug Na: Dissolve 0.2542 g
CyO in a minimum amount of (1 + 1) NaCI in deionized, distilled water.
"N03. Add 10.0 mL conc. HN03 and Add 10.0 mL conc. HN03 and dilute 7.4.4 Mixed standard solution IV—
di'ute to 1,000 mL with deionized, to 1,000 mL with deionized, distilled Calcium, sodium, potassium, alumi-
distilled water. water. num, chromia
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7.4.5 Mixed standard solution V— detection limits given in Table 1. (For an active analytical quality contr^
Antimony, boron, magnesium, silver, effluent samples of expected high program using spiked samples and rj.
and thallium. concentrations, spike at an agent blanks, that certain steps in tfo,
NOTE 1: If the addition of silver appropriate level.) If the type of . cleaning procedure are not required {<*

to the recommended acid combination samples analyzed are varied, a routine samples, those steps may be
results in an initial precipitation, synthetically prepared sample may be eliminated from the procedure.
add 15 mL of deionized distilled used if the above criteria and intent
water and warm the flask until the are met. A limited supply of a 8.2 Before collection of the sampd _
solution clears. Cool and dilute to 100 synthetic interference check sample decision must be made as to the type
mL with deionized, distilled water. For will be available from the Quality of data desired, that is dissolved,
this acid combination the silver con- Assurance Branch of EMSL- suspended or total, so that the appro-
centration should be limited to 2 Cincinnati. (See 12.1.2) priate preservation and pretreatment
mg/L. Silver under these conditions steps may be accomplished. Filtration,
is stable in a tap water matrix 7.6.3 The quality control sample acid preservation, etc., are to be per-
for 30 days. Higher concentrations should be prepared in the same acid formed at the time the sample is "
of silver require additional HCI. matrix as the calibration standards collected or as soon as possible

at a concentration near 1 mg/L and in .thereafter.
7.5 Two types of blanks are required accordance with the instructions
for the analysis. The calibration blank provided by the supplier. The Quality 8.2.1 For the determination of dis-
(3.13) is used in establishing the Assurance Branch of EMSL-Cincinnati solved elements the sample must be
analytical curve while the reagent will either supply a quality control filtered through a 0.45-pm membrane
blank (3.12) is used to correct for sample or information where one of f'lter as soon as practical after collec-
possible contamination resulting from equal quality can be procured. (See tion. (Glass or plastic filtering appara-
varying amounts of the acids used in 12.1.3) tus are recommended to avoid possi-
the sample processing ble contamination.) Use the first 50-

R ca,nnia hanHiinn an 100 mL to rinse the filter flask. Dis-
7.5. / The calibration blank is pre- Ow &amP'e Handling an card thjs.portion and collect the
pared by diluting 2 mL of (1 + 1) HNO3 preservation required volume of filtrate. Acidify the
and 10 mL of (1+1) HCI to 100 mL R1 ... filtrate with (1+1) HNO3 to a pH of 2
with deionized, distilled water. (See , determination of trace ^ )ess- Normally, 3 mL of (1+1) acid
Note 6.) Prepare a sufficient quantity T̂̂ .̂!?"̂^ n̂ Jf" 8£ . 1S *** P61"liter should be sufficient to pre-
to be used to flush the system be- ?f pnme concera Dust m.the.tabora' serve the sample.
tween standards and samples. tory «™'™nment. impunties in

K reagents and impurities on laboratory a 2 2 For the determination of sus
7.5.2 The reagent blank must con- apparatus which the sample contacts ' nded elements a measured volume
contain all the reagents and in the *™ a" sources °f potential of un eserved |e must be fi|.
same volumes as used in the pro- contamination. Sample containers can d thr n a 0.45-̂ m membrane
cessing of the samples. The reagent introduce either positive or negative - - f||ter-gs ̂  gs pract7ca( after
blank must be carried through the e[rors '" the measurement of trace co||ection. The filter plus suspended
complete procedure and contain the elements by (a) contributing con- material should be transferred to a
same acid concentration in the final taminants through leaching or surface suitable container for storage and/or
solution as the sample solution desorption and (b) by depleting shipment. No preservative is required.
used for analysis. concentrations through adsorption. H M

Thus the collection and treatment of g.2.3 For the determination of total
7.6 In addition to the calibration the sample prior to analysis requires or total recoverable elements, the
standards, an instrument check stan- particular attention. Laboratory sample is acidified with (1+1) HN03
dard (3.7), an interference check glassware including the sample bottle to pn 2 or less as soon as possible,
sample (3.8) and a quality control (whether polyethylene, polyproplyene preferable at the time of collection.
sample (3.9) are also required for the or FEP-fluorocarbon) should be The samp|e js not filtered before
analyses. thoroughly washed with detergent processing.

and tap water; rinsed with (1+1) nitric
7.6.1 The instrument check standard acid, tap water, (1+1) hydrochloric 9. Sample Preparation
is prepared by the analyst by com- acid, tap and finally deionized, distilled 9-1 For tne determinations of dis-
bining compatible elements at a con- water in that order (See Notes 2 and solved elements the filtered
centration equivalent to the midpoint 3). preserved sample may often'be
of their respective calibration curves. NOTE 2: Chromic acid may be useful to analyzed as received The acid matrix
(See 12.1.1) remove organic deposits from glass- and concentration of the samples and

ware; however, the analyst should be calibration standards must be the
7.6.2 The interference check sample be cautioned that the glassware must same (See Note 6 ) If a precipitate
is prepared by the analyst in the be thoroughly rinsed with water to formed upon acidification of the
following manner. Select a remove the last traces of chromium. sample or during transit or storage, it
representative sample which contains This is especially important if chromium must be redissolved before the
minimal concentrations of the is to be included in the analytical analysis by adding additional acid
analytes of interest by known con- scheme. A commercial product, NOCH- and/or by heat as described in 9.3.
centration of interfering elements that ROMIX, available from Godax Labor-
will provide an adequate test of the atories, 6 Varick St., New York, NY 9.2 For the determination of sus-
correction factors. Spike the sample 10013, may be used in place of pended elements, transfer the mem-
with the elements of interest at the chromic acid. Chomic acid should not brane filter containing the insoluble
approximate concentration of either be used with plastic bottles. material to a 150-mL Griffin beaker
100 /ug/L or 5 times the estimated NOTE 3: If it can be documented through and add 4 njLjconc. ̂NO-ft Cover the
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: thesarrtple a

with a watch glass and heat clog the nebulizer. (See Note 4.) Adjust sample. Concentration values obtained
jie wam acid will soon dis- the sample to a predetermined volume should not deviate from the actual

he membrane. based on the expected concentrations values by more than ± 5 percent
l** the temperature of the of elements present. The sample is (or the established control limits
I"6'6 ar)Cj digest the material. now ready for analysis (See Note 6). whichever is lower). If they do. follow

w* P he acjd has nearly evaporated, Concentrations so determined shall be the recommendations of the instru-
W"'n beaker and watch glass and reported as "total." merit manufacturer to correct for this
«<5 p0ther 3 mL of cone. HNO3. NOTE 5: If low determinations of condition.
**^ - and continue heating until the
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boron are critical, quartz glassware,
is complete, generally indi- should be use. 10-5 Begin the sample run flushing
a light colored digestate. NOTE 6: If the sample analysis solution the system with the calibration blank

ae to near dryness (2 mL), cool, has a different acid concentration solution (7.5.1 ) between each sample.
mL HCI (1 +1 ) and 1 5 mL from that given in 9.4, but does not (See Note 7.) Analyze the instrument

ized distilled water per 100 mL introduce a physical interference or check standard (7.6.1 ) and the cahbra-
n and warm the beaker gently affect the analytical result, the same tion blank (7.5.1) each 10 samples.

15 min- to dissolve any -precipi- calibration standards may be used. 1Q g |f j{ hgs been foun(J tha{

n of total
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ossible,
lection.
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acid
:n 9.3.
f sus-
,? mem-
ioluble

—Deaker
iver the

jwu me ..«.«,., giro* and 9.4 For the determination of total . - . h , .. . . -
• wa,K, with deionized distilled recoverable elements, choose a mea- required, trie following proceaure is
and filter the sample to remove sured volume of a we'll mixed, acid recommended.

JSoiuble material that could clog the preserved sample appropriate for the 10 g 1 Tne standard addition tech-
oabulizer. (See Note 4.) Adjust the expected level of elements and trans- nj ' e (14 2) involves preparing new
.oiume based on the expected con- fer to a Griffin beaker. (See Note 5.) standards in the sample matrix by
antrattons of elements present. This Add 2 mL of (1+1) HN03 and 10 mL adding known amounts of standard to
ttlume will vary depending on the of (1+1) HCI to the sample and heat one or more a|iquots of the processed
jrtments to be determined (See Note on a steam bath or hot plate until the samp|e solution This technique com-
6). The sample is now ready for volume has been reduced to near 25 pensates for a sample constituent that
analysis. Concentrations so determined mL making certain the sample does enhances or depresses the analyte
shall be reported as "suspended." not boil. After this treatment, cool sjgna| thus producing a different slope
NOTE 4: In place of filtering, the the sample and filter to remove inso- from that of the ca|iDratjon standards.
sample after diluting and mixing may luble material that could clog the it win not correct for additive inter-
be centrifuged or allowed to settle by nebulizer. (See Note 4.) Adjust the ference which causes a baseline shift.
gravity overnight to remove insoluble volume to 100 mL and mix. The sample The simplest version of this technique
material. . is now ready for analysis. Concentra- is the single-addition method. The

tions so determined shall be reported procedure is as follows. Two identical
9.3 For the determination of total.. .. .as "total." aliquots of the sample solution, each
elements, choose a measured, volume f volume v are taken To the
o< the well mixed acid preserved 10. Procedure fjrgt (|gbe|ed A js gdded g sma||
sample appropriate for the expected -. , _ . . . ,,r,inmo\/ ni a ctanHarH anaivtPtevel of elements and transfer to a 10-1 Set UP instrument with proper volume V, ot a standard analyte
S n beSr/SeTNote 5 Add 3 mL operating parameters established in splut.on of concentrat.on cs. To the
SSnc HNO Plate thl beaker on 6 2- The instrument must be allowed second (labeled B) is added the same
f 55'«e ?nd evaoorafe to near Srv to bec°™ thermally stable before be- volume V, of the solvent. The analy-a hot plate and evaporate to near dry- usually reauires at least tical signals of A and B are measured
ness cautiously, making certain that »m nmg- 'nis usua"V requires at least mrrprtPd for nonanaivte sianalsme samnlP dop<? not boil and that oo 30 mm- of operation prior to calibra- and corrected tor nonanaiyte signals.
JeTofThe b'oTom̂ hebelkê s"0 «"«. ŜSSŜ T̂  ̂^̂
!̂ JVtt̂ !Ĵ '* -̂2 initiate appropriate operating

configuration of computer.
9[ass and return to the hot plate. 10.3 Profile and calibrate instru-
•ncrease the temperature of the hot ment according to instrument where SA and SB are the analytical
Wte so that a gentle reflux action manufacturer's recommended signals (corrected for the blank) of
occurs. Continue heating, adding addi- procedures, using the typical mixed solutions A and B, respectively. Vs
Jjonal acid as necessary, until the calibration standard solutions and cs should be chosen so that SA
"flestion is complete (generally indi- described in 7.4. Flush the system is roughly twice SB on the average. It
cated when the digestate is light with the calibration blank (7.5.1) is best if Vs is made much less than
*> color or does not change in appear- between each standard. (See Note 7.) vx, and thus cs is much greater than
*̂ LW'!h continued refluxing.) Again, (The use of the average intensity of c*.to avoid excess dilution of the
a* ». {o near dfynegg ancj gQQi multiple exposures for both sample matrix. If a separation or

'• Add 10 mL of 1+1 HCI standardization and sample analysis concentration step is used, the
J~ 15 mL of deionized, distilled has been found to reduce random additions are best made first and
•wer per 100 mL of final solution error.) carried through the entire procedure.
Jwwarm the beaker gently for. 15 NOTE 7: For boron concentrations For the results from this technique to
n to dissolve any precipitate or greater than 500 //g/L extended flush be valid, the following limitations

Alt!!/6 resultin9 fr°m evaporation. times of 1 to 2 min. may be required. must be taken into consideration:
' to cool, wash down the beaker 1. The analytical curve must be linear.
and watch glass with deionized 10.4 Before beginning the sample 2. The chemical form of the analyte

lled water and filter the sample to ' run, reanalyze the highest mixed added must respond the same as the
m°ve insoluble material that could calibration standard as if it were a analyte in the sample.
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3. The interference effect must be standards. A fresh dilution of this
constant over the working range of sample shall be anlayzed every week
concern. thereafter to monitor their stability. If
4. The signal must be corrected for the results are not within ±5% of the
any additive interference. true value listed for the control
1 1 r̂ «i,«iii-»+;*.n sample, prepare a new calibration1 1 . Calculation standard and recalibrate the
1 1 .1 Reagent blanks (7.5.2) should instrument. If this does not correct the
be subtracted from all samples. This is Problem prepare a new stock
particularly important for digested standard and a new calibration
samples requiring large quantities of standard and repeat the calibration.
acids to complete the digestion. Precision and Accuracy
11 .2 If dilutions were performed , , gn g 1
the appropriate factor must be applied stud geven |aboratories a |jed the
to sample values. ,cp technique to acjd.djstj||ed water
11.3 Data should be rounded to the matrices that had been dosed with
thousandth place and all results various metal concentrates. Table 4
should be reported in mg/L up to "sts tne true value- *e mean reported
three significant figures. value, and*he mean % relativestandard deviation.
12 Quality Control References
(Instrumental) , Winge, R.K, V.J. Peterson, and
12.1 Check the instrument V.A. Fassel, "Inductively Coupled
standardization by analyzing Plasma-Atomic Emission
appropriate quality control check Spectroscopy: Prominent Lines," EPA-
standards as follow: 600/4-79-01 7.
12.1.1 Analyze an appropriate 2. Winefordner, J.D., 'Trace
instrument check standard (7.6.1) Analysis: Spectroscopic Methods for
containing the elements of interest at Elements," Chemical Analysis. Vol.
a frequency of 10%. This check 46. pp. 41 -42.
standard is used to determine „ ., .. , , . ,
instrument drift. If agreement is not £• Handbook for Analytical Quality
within ±5% of the expected- values or ,C°ntro1 m. Wa»r and Wastewater
within the established control limits, Laboratories. EPA-600/4-79-019.

Analyze the calibration blank 7.5.1 ) Testi - A |ied Spectroscopy
at a frequency of 1 0%. The result M 3/19791
should be within the established l ''
control limits of two standard devia- 5. "Methods for Chemical Analysis of
tions of the mean value. If not, repeat Water and Wastes," EPA-600/4-79-
the analysis two more times and Q20.
average the three results. If the
average is not within the control limit, 6. Annual Book of ASTM Standards,
terminate the analysis, correct the Part 31.
problem and recalibrate the
instrument. 7. "Carcinogens - Working With

Carcinogens," Department of Health,
12. 1.2 To verify interelement and Education, and Welfare, Public Health
background correction factors analyze Service, Center for Disease Control,
the interference check sample (7.6.2) National Institute for Occupational
at the beginning, end, and at periodic Safety and Health, Publication No, 77-
intervals throughout the sample run. 206, Aug. 1977.
Results should fall within the
established control limits of 1.5 times 8. "OSHA Safety and Health Stan-
the standard deviation of the mean dards. General Industry," (29 CFR
value. If not, terminate the analysis, 1910), Occupational Safety and Health
correct the problem and recalibrate Administration, OSHA 2206, (Revised,
the instrument. January 1976).

12.1.3 A quality control sample 9 "Safety in Academic Chemistry
(7.6.3) obtained from an outside Laboratories, American Chemical So-
source must first be used for the ciety Publication, Committee onciety Publication, Committee on Jt.OOIYQC I It

Chemical Safety, 3rd Edition, 1979. Mt$&U.& 3 I *tinitial verification of the calibration
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1- Recommended Wavelengths ' and Estimated Instrumental
Detection Limits

Estimated detection
fiernent_ ___________ Wavelength, nm ________ limit. ug/L* ____
~̂ inum 308.215 45
Arsenic 193.696 53
Antimony 206.833 32
Zrium 455.403 2

313.042 0.3

Boron 249.773 5
226.502 4

alcium 317.933 . 10
Chromium 267.716 7

228.616 7

Copper 324.754 6
iion 259.940 7
Lea(l 220.353 42
Magnesium 279.079 30
Manganese 257.610 2
Molybdenum 202.030 8
ticket 231.604 15
fotassium 766.491 see
Selenium 196.026 75
Silica (SiOz) 288.158 58
Silver 328.068 7
Sodium 588.995 29
Tnallium 190.864 40
Vanadium 292.402 8
2/_c _______________ 213.856 _____________ 2 ________
'The wavelengths listed are recommended because of their sensitivity and
overall 'acceptance. Other-wavelengths may be .substituted, if. they, can
provide the needed sensitivity and are treated with the same corrective
techniques for spectral interference. (See 5. 1. / J.
'The estimated instrumental detection limits as shown are taken from
"Inductively Coupled Plasma-Atomic Emission Spectroscopy-Prominent
Lines. "EPA-600/4-79-017. They are given as a guide for an instrumental
limit. The actual method detection limits are sample dependent and may vary
as the sample matrix varies.
Ĥighly dependent on operating conditions and plasma position.
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Table 2. Analyte Concentration Equivalents (mg/L) Arising From Interferents at the 10O mg/L Level
Analyte________Wavelength, nm

Aluminum 308.215
Antimony 206.833
Arsenic 193.696
Barium 455.403
Beryllium 313.042
Boron 249.773 u.u* — — — 0.32 — — — _
Cadmium 226.502 — — — — 0.03 — — 0.02 — —
Calcium 317.933 — • — 0.08 — 0.01 0.01 0.04 — 0.03 003
Chromium 267.716 — — — _ 0.003 — 0.04 — — 0.0*
Cobalt 228.616 — — ' 0.03 — O.005 — — 0.03 0.15 ~~
Copper 324.754 — — — _ 0.003 — . — — 005 00?
Iron 259.940 — — — — _ _ o.72 — — ~
Lead 22O.353 0.77 — — — _ _ _ _ _ _
Magnesium 279.079 — 0.02 0.11 — 0.13 — O.25 — 0.07 072

— 0.07 — O.O02 O.O02 — —
005 ~ -

237.504 _ ~ ~ ~ 0.03 -
Selemum 196.026 0.23 - ~ ~ ~ ~ — - ~ ~
Silicon 288 158 . 9 — _ _ _ ^
Sodium 588 995 ~ — 0.07 — _ _ _
Thallium 190\864 ~30 ~ - - _ ~ ~ ~ 0.01

Vanadium 232 402 ' _ — —
Zinc 213.856 Z ~ °'05 ~ 0.005 - _ nn_

- - 0.14 - _ _ ~2_ 0.02 -

»
fr
V
JU

JU

(mg/L)
1000
WOO
200
200
7000woo
200
200
200
200
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ICP Precision and Accuracy Data

Sample # 1_______________Sample #2___________________Sample #3______
Mean Mean Mean

Reported Mean True Reported Mean True Reported Mean
Value Percent Value Value Percent Value Value Percent
W/L_____RSD fjg/L (ig/L_____RSD yg/L /jg/L_____RSD
733 6.2 20 20- 9.8 18O 176 5.2
345 2.7 IB 15 6.7 100 99 3.3
749 1.8 70 69 2.9 170 ' 169 1.1
208 7.5 22 19 23 60 63 17
149 3.8 10 10 18 50 50 3.3
235 5.1 11 11 40 70 67 7.9
594 3.0 20 19 15 180 178 6.0
696 5.6 60 62 33 160 161 13

015 %, 50 48 12 2.5 2.9 16 14 13 16
005 ^ S 50° 5}2 10 20 20 4-1 120 108 21

245 5.8 30 28 11 60 55 14
236 16 24 30 32 8O 8O 14
201 5.6 16 19 45 80 82 9.4

0.07 o.J £" 4°_____??______21-9_____§_____8.5_____42_______[0______S.5____5.3
Met all elements were analyzed by all laboratories.

— 0.01
108 -

\02 -
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sorption ban̂ . '''Wtĵ i - ^̂»eam in ti, "̂ ft̂  Method 239.2 (Atomic Absorption, furnace technique)1 E«e QK̂ |
to maximizes ..-™-~

STORET NO. Total 01051
Dissolved 01049

given in p̂  >'Jg; Suspended 01050
Method 2394.

Concentration Range: 5-100 z/g/1
[on Limit: lug/1

f|£ptration of Standard Solution
use in drinkiai !'$&.. 1. Stock solution: Prepare as described under "direct aspiration method".
his manual. |j| 2 Lanthanum Nitrate Solution: Dissolve 58.64 g of ACS reagent grade La2O3 in 100 ml

cone. HNO3 and dilute to 1000 ml with deionized distilled water. 1 ml = 50 mg La.
3. Working Lead Solution: Prepare dilutions of the stock lead solution to be used as

calibration standards at the time of analysis. Each calibration standard should contain
__„ 0.5% (v/v) HNO3. To each 100 ml of diluted standard add 10 ml of the lanthanum

^conducted* ffr,. mtrate solution.
. Six synthene

1. For sample handling and preservation, see part 4.1 of the Atomic Absorption Methods
section of this manual.

ie Preparation
1. Prepare as described under "direct aspiration method". Sample solutions for analysis

should contain 0.5% (v/v) HNO3.
2. To each 100 ml of prepared sample solution add 10 ml of the lanthanum nitrate solution.

Inirument Parameters (General)
1. Drying Time and Temp: 30 sec-125°C.

Ashing Time and Temp: 30 sec-500"C.
Atomizing Time and Temp: 10 sec-2700"C.
Purge Gas Atmosphere: Argon
Wavelength: 283.3 nm
Other operating parameters should be set as specified by the particular instrument
manufacturer.

[Analysis Procedure
For the analysis procedure in the calculation see "Furnace Procedure", part 9.3 of the
Atomic Absorption Methods section of this manual.

roved for NPDES and SDWA
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Notes
1. The above concentration values and instrument conditions are for a Perkin-Elmer HGA-

2100, based on the use of a 20 ul injection, continuous flow purge gas and non-pyrolytk
graphite. Smaller size furnace devices or those employing faster rates of atomization can
be operated using lower atomization temperatures for shorter time periods than the
above recommended settings.

2. The use of background correction is recommended.
3. Greater sensitivity can be achieved using the 217.0 nm line, but the optimum

concentration range is reduced. The use of a lead electrodeless discharge lamp at this
lower wavelength has been found to be advantageous. Also a lower atomization
temperature (2400"C) may be preferred.

4. To suppress sulfate interference (up to 1500 ppm) lanthanum is added as the nitrate to
both samples and calibration standards. (Atomic Absorption Newsletter Vol. 15, No. 3,
p 71, May-June 1976.)

5. Since glassware contamination is a severe problem in lead analysis, all glassware should
be cleaned immediately prior to use, and once cleaned, should not be open to the
atmosphere except when necessary.

6. For evtfy sample matrix analyzed, verification is necessary to determine that method of
standard addition is not required (see part 5.2.1 of the Atomic Absorption Methods
section of this manual).

7. For quality control requirements and optional recommendations for use in drinking
water analyses, see part 10 of the Atomic Absorption Methods section of this manual.. ...

8. If method of standard addition is required, follow the procedure given earlier in part 8.5
of the Atomic Absorption Methods section of this manual.

9. Data to be entered into STORET must be reported as ug/1.

Precision and Accuracy
1. In a single laboratory (EMSL), using Cincinnati, Ohio tap water spiked at concentrations

of 25, 50, and 100 ug Pb/1, the standard deviations were ±1.3, ±1.6, and ±3.7,
respectively. Recoveries at these levels were 88%, 92%, and 95% respectively.
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